
REVERSION OIL BATH HOT WATER BATH

Size

Range Ambient Temperature to 90 °C.

Least Count 0.1 °C.

Accuracy ± 0.5 %.

Hot Water Bath

Power Single Phase / Three Phase 100 / 120 / 220 /240 / 440. V AC / 50/60 Hz. 1.2 kVA.. 
Supply voltage fluctuation within ± 10 % of the set Value.

Size

Range Up to 200 °C.

Least Count 0.1 °C.

Accuracy ± 0.5 %.

Power Single Phase 100 / 120 / 220 /240 V AC / 50/60 Hz. 1.2 kVA .  Supply voltage fluctuation  within ± 10 % of the set Value.

Reversion Oil Bath
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Body Inside S. S., MS. Structure Powder Coated.

Oil Circulation  

Water Circulation  

Radial Stirrer Fan.

Motorized Pump.

Temp. Controller / Sensor

Temp. Controller / Sensor

PID / RTD - PT 100

PID / RTD - PT 100

23” x 30” x 18”, 30” x 30” x 18”

Body Inside S. S., MS. Structure Powder Coated.

30” X 20” X 15”, 48” X 30” X 18”,48” X 30” X 28”, 40” X 20” X 40”, 60” X 30” X 46” 
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